



http://www.askartsolutions.com
Laboratory Scope

	Activity
	Range of Activity (Resolution)
	Equipment
	Applicable Method or Standard
	Who performs activity?
	How is he qualified?
	Lab Environment
	Applicable Lab Area

	Calibration
	
	
	
	
	
	
	

	Micrometers


	0-5”
	Length, distance, diameter
	3QW76-02
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Digital micrometer head
	0 to 25.4mm
	Length, distance
	3QW76-03
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Calipers
	0 to 300mm
	Length, distance, diameter, width, depth
	3QW76-35
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Gage Blocks
	1.005 to 100mm
	Length, distance
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	CMM
	ZEISS

 x900mm  y900mm z700mm     B&S 

x650mm y1000mm z650mm
	Ref to the manufacture operation manual
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Optical Comparator
	X 381mm

Y 228.6mm
	Ref to the manufacture operation manual
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Bore Gages
	.275” to 4”
	Diameter
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Dial Indicators
	0 to 5mm
	Length & Distance
	3QW76-06
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Threaded ring gages
	M6x1mm to M24x1.5mm
	External thread pitch
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Threaded plug gages
	M6x1mm to M24x1.5mm
	Internal thread pitch
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Linear digital probes
	0 to 5mm
	Length & Distance
	3QW76-36
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Shim verifier
	3.0mm,4.37mm,  4.02mm
	Length & Distance
	3QW76-12
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Digital scales
	0 to 50 lbs.
	Weight
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Orifices
	0 to 14 ccm 
	Leak rate
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Calibration exciter
	Vibration 9.98ms   Hertz 159.14
	Noise, vibration
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Temperature/ humidity recorder
	Temp -20 to 120 deg. F

Humidity 0 to 100% RH
	Temperature and humidity
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Torque wrenches
	0 to 339nm
	Torque
	3QW76-30
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Digital torque wrenches
	0 to 250nm
	Torque
	3QW76-24
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	Transducers
	0 to 600 ftlbs.
	Torque
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Load Cells
	0 to 25,000 
	Press force
	3QW76-07
	Senior CMM Programmer
	ISO/IEC 17025 accreditations
	Ref to 3QW10-04  5.3
	

	Front sub-frame master
	
	Master
	3QW76-32
	Senior CMM Programmer
	See training records
	Ref to 3QW10-04  5.3
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Need Training or Consultancy help?

http://www.askartsolutions.com has significant expertise in all of the implementation steps and can help you fast track your way to an effective and profitable QMS. 

If you need help in developing or implementing your ISO 9001:2000 QMS, please call us at 905-593-8867 for a no obligation review of your needs.

http://www.askartsolutions.com

